
BEST SOLUTION FOR YOUR
                    UV CURING PROCESS

Highmax UV CURING SYSTEM



Up to 9999 seconds digital controlling timer 

provides the capability of covering wide range

on different UV Tape. 

UV lamp lifetime counter displays the accumu-

lation of UV lamp operation hours indicating

 the time of UV lamp replacement 

UV light monitoring 

window use for 

monitoring that all 

UV lamps are light 

on and functioning 

properly 

Equipped with Low 

Pressure Mercury UV 

Lamps which generates 

uniformity UV light 

source, without need of 

external exhaust 

connection

Capable of standard 6/8"

and 8/12" wafer frames 

with quick changeover

Working station of high 

efficiency distance with 

UV light source

Drawer design for easy maintenance and replacement 

of UV lamp.  Equipped with self ventilation fans for 

keeping low temperature

UV irradiation of 365nm wavelength.

Low temperature irradiation to suit the UV Tape.  

Compact/Desktop design.

Working range of maximum 12"  wafer frame.

Safety and user-friendly operation.

Wafer/ Frame  size:

Effective UV wavelength :

Electric Utility : 

Power :

Dimension LxDxH (mm) : 

Weight : 

Specifications:

365nm 

AC 110/220V 50/60HZ

6/8"

 

300W 

460x 510x 325 

30 kg 

8/12"

400W 

 560x525x330

37kg

UV-200 UV-300
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